REQUIREMENTS FOR FINISHED PART UNLESS OTHERWISE SPECIFIED

DIMENSIONS SHOWN ARE IN INCHES UNLESS OTHERWISE SPECIFIED

TOLERANCES UNLESS OTHERWISE SPECIFIED

- TOLERANCES FRACTIONAL = 1/64
- CORNER BREAK (EXTERNAL) (.002) .002 TO .005 (OR EQUIVALENT)
- FILLET RADIUS (INTERNAL) .002 TO .005
- GENERAL FINISH .002 .005 MAX

- DECIMALS XXX = 5
- ANGLES X = 1/2

- THREAD CHAMFER (OR CSK) 1 TO 1 1/2 THREADS DEEP
- SURFACE INTERSECTIONS .003 MAX
- HOLES AND FEATURES TO BE ON THE Q .005 MAX

TOLERANCES UNLESS OTHERWISE SPECIFIED

- DECIMALS XXX = 5
- ANGLES X = 1/2

MATERIAL
- Zamak-3

FINISH
- Chrome

NAME DATE
- Vinnie 12/5/05

QUALITY ASSURANCE
- Printed

DRAWN
- 12/5/05

PRINTED
- 12/6/05

MFG APPR
- Q.A.

COMMENTS

SOLIDWORKS EDUCATIONAL LICENSE

INSTRUCTIONAL USE ONLY