Quick Reference Guide

Programming the Master Station

- From the Main Menu:
  - If number (1, 2, or 3) is pressed:  (For 1 and 3, Warning Light 1 is 5 minutes and Warning Light 2 is 1 minute)
    (For 2, Warning Light 1 is 10 minutes and Warning Light 2 is 5 minutes)
      - Countdown Timer is displayed. Press ENTER to start (Timer counts down).
    - If number 4 (Custom) is pressed:
      - Enter the Presentation Length in hmm format (for hours, enter 0-9; for minutes, enter 01-59).
        - If a mistake is made, press the CLEAR button then reenter. Press ENTER when length has been correctly entered.
      - Enter the number of minutes for Warning Time 1 in mm format (01-59). If mistake is made, press CLEAR. Press ENTER when done.
      - Enter the number of minutes for Warning Time 2 in mm format (01-59). If mistake is made, press CLEAR. Press ENTER when done.
      - Press ENTER to display the Countdown Timer.
      - Press ENTER to begin the Countdown.
  - While the Timer is counting down, the system can be paused and resumed, restarted, rebooted, and stopped:
    - To PAUSE the system, press ENTER.
    - Press 1 to RESUME: Timer will continue counting where it left off.
    - Press 2 to RESTART: Timer restarts from the original programmed time.
    - Press 3 to REBOOT: System will reboot and go back to the Main Menu screen.
    - Press 4 to STOP: Timer will stop. Press 1 to RESTART or press 2 to REBOOT system.

Manually Setting the Time - Radio Controlled Clock

- Setting the Time Zone and DST:
  - Press and hold the MODE/MIN button for 4 seconds.
  - Set the time zone using the AL/HR button.
  - Set the DST using the MODE/MIN button.
  - Press SNOOZE twice to exit.
- Setting the Time:
  - Press and hold the MODE/MIN button for 4 seconds.
  - Press SNOOZE button to display the time (time will be flashing).
  - Press AL/HR to adjust the hour.
  - Press MODE/MIN to adjust the minutes.
  - Press SNOOZE to exit.
- To switch between the alarm display and the seconds display, press the MODE/MIN button.
- To turn backlight on, slide the switch, below the clock, to the right. To turn off, slide switch left.
- To set the alarm, see the owner’s manual.